HIGH PRECISION, HIGH RELIABILITY, SUPER
STABILITY; EASY INSTALLATION.
APPLY TO MOTOR VEHICLES, GROUND
WEIGHTER, SINGLE-TRACK SCALFES, HOPPER
WEIGHTER, METERING EQUIPMENT, FLOOR
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ANALOG LOAD CELL
SHEAR BEAM TYPE MODEL : SB 2

SCALE.

Recommended Excitation Voltage

5V ~ 12V(AC or DC)

Maximum Excitation Voltage

15V(AC or DC)

Zero Balance +1%F.S

Input Impedance 380150

QOutput Impedance 350120

Insulation Impedance =5000M©}

Safe Overload 150%F .S

Ultimate Overload 200°%F .5

Operating Temperature Range (-30 ~ +70)°C

Compensated Temperature Range |(-20 ~+60)°C

Temperature Effect On Load H).02°%F.SI110°C

Temperature Effect On Zero +).02°%F.SM1M0°C

Construction Alloy Steel

Protection Class IP67

Citation GBIT7551-2008/0IML R60

Mede of Connection Input+:Red
Input-:Black

Outputt:Green

Qutput-White
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Capacity and Size . mm
Cap (1) L L1 L2 La L4 H H1 D D1 W
0.5-3 130 15.7 25.4 76.2 56.5 31.8 58-98 13 M12x175 | 31.B
5 171.5 19.1 38.1 95.3 8 31.8 100-110 20 Mi1Bx 1.5 38.1
10 2256 25.4 50.8 124 110 50.8 110=-120 28 M24 =2 hRD.B
Technical Parameter
Rated Load 0.5t,1t,2t,3t,5t,10t
Rated Qutput 3.000020.001mVIV
Total Error H).02°%F.S
Creep(30minutes) +0.02%F.S



